BEM Guide to MyLaps Timing & Scoring

Document version 31 December 2017

This paper describes the BEM and BemTrain specific configuration for the MyLaps Timing & Scoring
software as an alternative to the no longer supported MyLaps DataCollector software. The Timing &
Scoring program has the advantage that it is free though in some aspects, not as good as
DataCollector for the BEM interface.

To active the Timing & Scoring software you need to contact MyLaps to obtain a partner login and
password. Software download

This paper is not a replacement for the Timing & Scoring User Manual and should be read in
conjunction with that document.

Screenshots taken from:
e Timing & Scoring, a mixture from versions 1.2.0 and 2.4.1
e BEM3.7.0.1

Initial Setup

The December 2017 update of this document configures Timing & Scoring to the BemTrain format
User Defined File exporter which is backwards compatible for BEM using the earlier BEM
DataCollector format and required BemTrain version 3.0.0 or later.

This section details the one off procedures to configure the User Defined File export in Timing &
Scoring to replicate that portion of the DataCollector Tab delimited file output that BEM uses so that
the DataCollector import into BEM can be used with Timing & Scoring and to set up the most
common BMX configuration.

1. Run Timing & Scoring. At the Load Race prompt select Start a new event then click OK.

[ b |
Load event @

Choose which event you want to load

) Load the last event (Test State and Country.event)
1 Load another event

) Replay saved event

[7] Do not show this window again.
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2. Inthe Create new Race prompt:
Enter a Race Name
Un-check the Scoring option
Select ProChip
Note that Event type is not relevant as the Scoring option is not being used.

-~ =

Create new event P
Event name: |BMX Setup Example
Startdate: | 2017-12-17 [~

Eventtype: |Running

Type: i
! ~ BibTag

ChampionChip Single-Use

%
& ProChip

3. Ifthereis a User Defined File exporter shown on the right side of the screen as per the
screenshot b

(] Timing and Scoring. P I
File Edit Action Race Locations Help 120 @ @ w M

elow go to step 5.

O Timing & Scoring e B =
MYLAPS Addlocation  Adddevice  Athletes  Add exporter

/| Enable link x
Usar Defined File ..
ReadLite D:\BEM\Eve...

(o -2.q
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4. Where the User Defined File exporter is not shown, click on the Add Exporter icon at the
top right of the screen and select User Defined File.

120 @@=

File Edit Action Race Locations Help

- O . . - m
® Timing & Scoring e B A = O
MYLAPS Add location  Adddevice  Courses Athletes Races Add exporter
i

D Display Window
Displays chip datain .
m Results

Raceresults

evs> TCPIP export
Export chip data viaa .

User DefinedFile ...
Export chip data tofil.

7, I y o 0729
B OB s
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5. Inthe user Defined File exporter, click on the Settings (cog wheel) icon to open the Settings

dialog

File Edit Action Event Locations Help Timer:BMX Vistoria Inc 241 @ @«

® Timing & Scoring L B wm P
MYLAPS Addlocation  Add deviee  Athletes  Add exporter

Export chip data to file(s).
Using a user defined format.

Settings Status

Format
Format: ReadLite [predefined]

Output
Cutput folder: | C:A\Users\Lyndaon

Autosave
[] Auto save

Auto save interval (Seconds)

Save only if file is deleted

How to save to file

@ Create a new file on save

() Append to existing file on save

Defaults (8]39
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6. Inthe Format box, click New to bring up a blank Edit Format dialog.

[ E Edit Format M1

Name

Format name:
File extension:|txt

Header

Record

Field: |Device B

Footer

Preview

’ OK ][ Cancel ]

a. Inthe Format name: box, enter a name for the new file export.
Suggest that you use BemTrain BEM-DataCollector for the description of what this is
used to distinguish the earlier BEM-DataCollector format.
In the File extension: box, leave the default txt extension.

b. Leave the Header and Footer fields blank.

BEM Interface Guide to MyLaps Timing & Scoring. 31 December 2017



c. To make it easy to configure the data in the Record box, copy and paste into the
Record specification, the required text from the BemTrain User Defined File Format
Setup in Timing and Scoring.txt file from the BEM Transponder and Lynx Guides
download at http://www.bmxsportswa.com.au/scoring/

Note the following is an example only, not to be used to copy and paste into Timing

& Scoring as the conversion into PDF does not maintain the required formatting.

(:Chip code (with dash):) (:Athlete, Plate:) (:Athlete, First Name:) (:Athlete, Last Name:)
(:Athlete, Class:) (:Location:) (:Lap number:) (:Chip date:) (:Chip time:)
(:Athlete, Country:) (:Athlete, State:)

After a short delay for the program to process this, the record format will be shown
in the Preview box and your form should look something like this:

=

E Edit Format

Name
Format name:|BemTrain|

File extension: te

Header

Record

- Insen

Field: .Device

(:Chip code (with dash):) (Athlete, Plate:) (Athlete, First Name:) (Athlete, Last
MName:) (-Athlete, Class:) ((Location:) (Lap number) (:Chip date:)
(:Chip time:) ((Athlete, Country:) (:Athlete, State:)

Footer

Preview

DE-4YRCY unknown unknown unknown unknown unknown a -
2017-12-1706:49:17.86 unknown unknown

DF-9HG2Y unknown unknown unknown unknown unknown 1] £
2017-12-1706:49:18.07 unknown unknown

DE-4YRCY unknown unknown unknown unknown unknown 1 =
2017-12-1706:49:20,30 UNKNowWn UNKNoWn i

d. Click OK to save the new User Defined File export.
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7. Inthe Output Folder selection, select a meaningful folder for your use for Timing & Scoring
to use to write the passing files.

F B
E Plug-in Settings for User Defined File export ﬂ

Export chip data to file(s).
Using a user defined format.

Settings Status

Format

Format| BemTrain

S

Qutput
Output folder: |C\BEM\Passings

Auto save interval (Seconds) =

Save only if file is deleted

How to save to file

@ Create a new file on save

) Append to existing file on save

o) (st ] oo )

Click OK to save the new User Defined File export.
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8. Make the same Autosave and How to save to file settings as shown below
Auto save selected.
Auto save interval (Seconds) = 1. Note that this must be set via the edit box as the
spinner only allows a 5 second minimum.
Save only if the file is deleted selected.
Create a new file on save selected.

E Plug-in Settings for User Defined File export @

Export chip data to file(s).
Using a user defined format.

Settings Status
Format
Format| BemTrain - New
Output
Output folder: | C\BEMPassings L)
Autosave

[¥] Auto save
Auto save interval (Seconds)
Save only iffile is deleted

How to save to file

> @ Create a new file on save

() Append to existing file on save

_.Defauts 17 Lok J[ cancer |[ apoy |

9. Under the Default selections, select Save as user defaults.

10. Click Apply then OK to save the setup.

11. Under the File menu select Save Race and save the Race file with a meaningful name in a
meaningful location.
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Race Setup
The Race Setup section is a guide to defining timelines and devices for a typical BMX setup with BEM
or BemTrain that has decoders for bottom of Hill and Finish line.

1. Add Locations.
This is where you add the location names of the Timelines.

®

a. Click on the Add location icon #ddlecation

b. Enter Hill then click OK.

Add new lacation ﬁ

Mame: |Hill

l DK ” Cancel ]

c. Click Add location again, enter Finish then click OK.

Add new lacation ﬁ

Mame: |Finish

l DK ” Cancel ]

d. Your screen should now look similar to this screenshot.

[E] ming and scoring oL BT T TRV .
n Event Locations Help Timer:BMX Victoria Inc 241 @ @«

@ Timing & Scoring e B m @0

MYLAPS Addlocation  Adddevice  Athlstes  Add exporter
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2. Add Devices.

This step links a physical decoder to each location and assumes that the decoders are on and

connected to the network. Refer to the Timing & Scoring manual for Manual and Offline

allocations.

a. Click on the Add device icon /99 device

5

Note in this example the 2 in the red background indicating that there are two

unassigned devices available.

b. Select the Decoder to be allocated, Intl in this example (though you may already

have a Decoder configured as Hill)

Select the Hill timeline at the bottom, and click Assign.

E Connect devices

=

Choose a device that you wish to assign to a
I lacation I
l Online Offline Manual
1
TCRAP - OOC4ETO20DES
Int2
b TCRAP - OD04ETO21 109 b
&
[ e
Ir . .
Voo Hill vw [ Assign I [ Close ]
\
b i
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Your main screen should now look similar to this screenshot.
[e] Timing and Scoring 2
File Edit Action Race Locations Help

@Timing&Scoring e B a f
MYLAPS

Addlocation  Adddevice  Athletes

Add exporter

x
EEES—S—S—S—S—S————_
gk o [ 5 [oF- 73
Status Settings
Deuice info Device status
Name: il Confirmall
Q Type: ProChip Decoder
MAC-Address: 0004B7020DE6
Most used
Density: 0,00 passings/sec 0.0 passings/min
d. To assign a decoder to the Finish location, click on Add device again then:
Select the decoder to be assigned to the Finish Location.
Select Finish as the location then click Assign.
4 |
E Connect devices &J
Choose a device that you wish to assign to a
I location I
Online Offline ETITET
File import device
I Wirtual device for importing old r=adlite files ’ I
Hill
ProChip Decoder - 0004B7020DES ‘#) Q
Finish
ProChip Decoder - D004B7021 109 Q
Add/Edit/Remove offline devices
Finish - [ Assign ] [ Close I
11
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e. Your main screen should now look similar to this screenshot

[T Timing and Searing :
File Edit Action Race Locations Help 120 @ @M@
N . . . n +
® Timing & Scoring Q B m pn
MYLAPS Addlocation  Adddevice  Athletes er
@ Hill [ o) sar Dafinad File...
R rosmaris
<> & Hill b zmw o @ur

Status Settings

Deuice info Deuice status
Name: Einish Canfimall

Type: ProChip Decoder
MAC-Address: 000457021109

Most used

Densi:  0.00 passings/sec 0.0 passings/min
Main/Backup: Main

spore:

squelch: 50

f. Save the Race File.

g. Notes when adding a device.

i. AFileis opened for each decoder and all passings read from the decoder.
In the screenshot in step 2.e above, there were 62 passings read from the
Hill decoder and 1 from the Finish decoder.

ii. Information shown in the Status section for the decoder allows for changes
to the decoder settings l.e.
Main/Backup should always be Main for BMX — BEM requirements.
Sport: should always be Cycling.
Squelch: set as required with a typical value 40 - 50

Device infa
Mame: Hill

Type: ProChip Decoder
MAC-Address: 0004B7020DE6
Most used
Density: 0.00 passings/sec 0.0 passings/min

Main/Backup: Main

Sport: Cydling
Squelch: 50
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Importing Athletes (Riders) from a BEM Event.
This section describes the process to export riders from a BEM Event and import into Timing &
Scoring (Athletes in T& S speak).

Where rider details are not available from a BEM Event file, typically where coaching clinics are
being run or for a scoreboard where the event is not being scored with BEM, you can use the
Timing and Scoring Basic Athlete Import.xlsx file from the BEM Transponder and Lynx Guides
download at http://www.bmxsportswa.com.au/scoring/

1. In BEM, select Export Data from the Main Menu

2. Inthe Export Data screen, make the following selections.

Export Type .....ccoeuuuneeen. MyLaps Timing and Scoring Athlete Import
Sort by: v Name
Text Delimit:................. Double Quote

Include Field Names:....Yes

Export Data
| Export Type
() €SV (eg for Labels) () Merchandise Labels
All Entries
() Tab Delimited () Class Entry Labels
(7 Orbits & DataCollector Competitor Import () Print by Class
(@ MyLaps Timing and Scoring Athlete Import
Sort by Text Delimit
@ Mame ) File Reference (@ Double Quote
(") Class ) Plate (2) Single Quote
For CSV and TAB Only
Moto Field Format Indude Field Names
(@ Race Mumber [ Lane @ Yes
) Gate /Lane ) Mo

3. Click All Entries and save the export file with a meaningful name in a meaningful location.

4. InToolkit, click on Athletes

12000 @ @ = B

e K 0

Add location Add device Add exporter

&

5. Click on the Import Athletes icon Import Athletes at the top right of the screen.
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6. Inthe Import athlete data screen, select File which will then display the file attributes for
selection. Make selections as per the screenshot below:

Column separator: ................. [tab]
Encoding.....ccoccvveeeviveeneennnnn. UTF-8
Start importing from row....... 1

Use first row as headers......... Selected

B rror st o B T ——— =)

Import Athletes L
) Database

s
E \ /0 Auto refresh athletes every minute
- |

Select right CSV, Column separator: ’[tab] b l

E text or Excel file
S8 which holds the Character encoding set: ’UTF-S vl
athlete data.

Start importing from row: |

7. Click the file button to select the BEM export file created at step 3 then the Open button to

confirm.

8. Inthe Import athlete data dialog, the OK button will now be enabled. Click OK to import the
riders / athletes.

14
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9. The import data structure is now shown as per the screenshot below.

E Import athlete data ‘

Import Athletes

—

Is chipcode Import

Column name Example

Column Type

data.

Tlink 5 @

Select how you License 436004 ®
g want to import your Plate an ®
data. Class 16Girls &)
Transponder (GGE5373 ®

Select right CSV, Label ®
text or Excel file First Name Gillian 5]
which holds the Last Name \ANDERSON-FOX ®
athlete data. Sponsor ®
Country AUS (8]

Connect the right State NSW ®
Columns to your Group Lake Macquarie ... ®

10. Select the Transponder row for the Is chipcode selection.

b E Import athlete data ‘

Column name

Example

Is chipcode

Column Type

Tlink 5 ® >
License 436004 ® :

= p Plate aA @ ]
d [Class 16 Girls B :
Transponder IGGE5373 @ ‘ :

g :

= First Name Gillian @ :
d Last Name [ANDERSON-FOX @ ]

d Sponsor ® :

Country IAUS ® :

- 0 e rig State NSW ® :
0 0 yo Group Lake Macquarie ... [&) ]

+ Ok

Note that Column Type settings are not required as they are only used when the Scoring
functionality in Timing & Scoring is being used.

« Ok " Import
11. Click - to read the file data and then - after a visual sanity check.
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12. In the Athletes window, any entry that Timing & Scoring believes is invalid will be highlighted

with a pink background. E.g.

[e] Athi

T : - B

Import Athletes Search in all columns Delete invalids Confirm chan.

Tlink License Plate. Class Transponder First Name Last Name Country Slate Group

Notes:
a. You can edit any athelete data by double clicking on the field.

- _ Athletes: 22 i

b. All “invalid” data must be corrected or deleted with the “Delete Invalids” icon before

competitor details are displayed in the Display Window.
c. Arider entered for two (or more) classes with the same transponder or two riders

sharing a bike with the same transponder are treated as invalid entries by Timing &

Scoring.
d. After making changes, click on the Confirm Changes icon.
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Export
There are a few differences between DataCollector and Timing & Scoring with regards to the export

of passings.

Each export type has it’s own Exporter.

The Display Window is an Exporter in T&S, not built in as in DataCollector.

You assign Locations to Exporters.

Each Timeline is allocated independently to an/each Exporter so you could have different
timelines linked to different Exporters.

Each Timeline has its own file(s)

There are Pass Through / Pause controls at Timeline, File and Exporter levels.

A handy feature is the “replay” from each File to re-send all passings in the file to the
Exporters.

Exporting Passings to BEM
This section describes the steps to enable the passings to be sent to BEM via the User Defined File

Exporter and to the Display Window via the Display Window Exporter.

The assumption in this description is that the User Defined File export has been set up in accordance

with the Initial Setup section in this document.

1.

2.

If not already showing both the User Defined File and Display Window Exporters, click on
Add exporter to add these Exporters to the control window. The screen should now look

similar to the screenshot below.
[E] Timing and Scoring - BUExamp 4 C=Tlal ]

File Edit Action Race Locations Help 120 @ @ =© M@
® Timing & Scoring Q B = p
MYLAPRPS Add location  Add device Athletes Add exporter
(/] Enable link x
3 User Defined File export [l ‘,‘g‘,::,?fczr«ﬂ:"
<> g Hill B ;:Smc@ @f A
9 Finish 6 User Defined File export [l Display Window
<> & Finish b \ '.15?-'5:® O8>
Select the User Defined File Exporter.
Note that the selected Exporter will have an orange background.
a. Click on the Settings and if required, configure the Format, Output folder and
Autosave settings. E.g.
17
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Plug-in Settings for User Defined File export [ﬁl

Export chip data to file(s).
Using a user defined farmat.

Settings Status

Format

Format: BEM-DataCollector -
Output

Qutput folder: | DABEM\Events\Passings E
Autosave

[7] Auta save
Auto save interval (Seconds) 15

Save only if file is deleted

How to save to file

@ Create a new file on save

) Append to existing file on save

(9] (o] (]

Note that another difference between DataCollector and Timing & Scoring is that
Timing & Scoring creates a folder for each Timeline in the Output Folder.

In this example with the selected Output Folder D:\BEM\Passings there will be a Hill
and Finish folder created.

b. For each timeline, select the User Defined File export and ensure that the
Enabled link option is selected in the Exporter.

Note the arrows showing the passings flow from the timelines to the Exporter.

@Timing & Scoring

120 @@ %[

lo}
MYLAPS ® kE = s

Addlocation _Add d

Athletes  Add exporter

! o X

User Defined File export

BEM DataCollector D:..

User Defined File export

[oX - 2

3. Select the Display Window Exporter
a. Enable the Display Window exporter for each Timeline and ensure that the Enabled
link option is selected in the Exporter.

Timing and Scoring = i

oo
File Edit Action Race Locations Help 120 @ @[
"
.. . o
(® Timing & Scoring e B a pn
MYLAPS Addlocation  Adddevice  Athletes  Add exporter
! 9 Hill (1] Display Window Usar Definad Fil.’f
T . 125230
<> fS¢ Hill b‘ ) @&+

Enable link
[ X0o) Display Window

Display Wind *
== = [
<> f& Finish [ ‘ "Lm"-@ @G>

b. Open the Display Window settings by clicking on the # in the Exporter.

c. Enable Scroll back in history and set the Row count to the maximum (200).
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d. Click on the Visual settings and select you preferred display format. Suggest if
nothing else you take the default Bold setting of in the Font Chooser.

e. Open the Display Window by clicking on the  in the Exporter and select New
Display Window.

f. In the Display Window, right click and select which fields you wish to have displayed.

Suggested fields are Plate, Class, FirstName, LastName, chip, time and location.
3 Display Window R T [ U= - ]

15:22:51

First Name Last Name location

4. To test that the Exporters are behaving as expected, create a passing on each timeline.
a. Display window will show the passings (earliest on TOP)

b. File exporter will have a Hill.txt file in the Hill folder and a Finish.txt file in the Finish
Folder.

5. In BEM, select the Passing File 1 and Passing File 2 from the Results Entry Screen.

Select Auto Import Transponder Passings Files
[ Passings File 1 ] D:\BEMEventsPassings Hill \Hill. tt

Passings File 2 D:\BEMEventsPassings\FinishFinish. b

6. Inthe Transponder Lap Time Settings in BEM, set the Start Gate Transponder(s) for the
different format between DataCollector and Timing & Scoring. E.g.
DataCollector, 9992 and 9991
Timing & Scoring, 00-09992 and 00-09991
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